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In the Claims: 

Please amend claim 1 and add new claims 17 to 20 as follows: 

1 .(currently amended i A reflector for lights of higher power, said reflector 
comprising 

a base body made of glass or glass ceramic, wherein said base body is 
fomied with a receptede for a light source and said base body has an interior 
mim)r surface and ar outer surface; and 

a protective jacket provided on the outer surface of the base body, 
wherein said protect) /e jacket comprises a ma t orio mat ohop nfl. ;^nd said mati? 
wmPfi tn mask ^r r^n acatterp H li^ht from the r^flftctnr and tO provide a 
nnifnmi t^mperature Hi<:trihution In thR reflector to avoid themiPiTiechanical 
: wftll as to oroter ^ fpm axplosiv « riestojction of the light source. 

2. (previously presented) The reflector as defined In claim 1 . wherein the 
protective jacket consists of said mat and said mat comprises a glass-fiber 
reinforced textile fabric. 

3. (prevlously presented) The reflector as defined in dalm 1 . wherein the 
protective jacket consists of said mat and said mat comprises a carbon-fiber 
reinforced textile fabric. 
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4. (prevlously presented) The reflector as defined in daim 1. wherein the 
protective jacket cons sts of said mat and said mat comprises ceramic filers. 

5. (previously presented) The reflector as defined in claim 1 , wherein the 
protective jacl<et consists of said mat and said mat comprises metal fibers. 

6. (previousiy present^xJ) The reflector as defined in claim 1 , wherein the 
protective jacket cons ists of a fleece of glass fibers, carbon fibers or ceramic 
fibers. 

7. (previously presentsd) The reflector as defined in claim 1 . wherein the 
protective jacket oonuists of a pressed mat-shaped body and said mat-shaped 
body comprises an Iriorganic mineral material. 

8. (previously preseni ed) The reflector as defined in daim 1. wherein the 
protective jacket is g ued to the outer surface of the base body with an adhesive. 

9. (previou5iy presented) The reflector as defined in daim 8. wherein said 
adhesive Is a water glass. 

10. (previously presented) The reflector as defined in daim 1 . wherein the 
protective jacket consists of a separate hood-shaped body, which Is placed on 
the outside of the reHector. 
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1 1 .(previously presenled) The reflector as defined in daim 1 . wherein the 
protective jaclcet is colored. 

12. (previously presented) The reflector as defined in claim 1 , wherein the 
protective jadcet is saturated with a hardenable substance. 

13. (previously presented) The reflector as defined in claim 1 , wherein the 
protective jacket is pravided with an outer organic coating. 

14. (prevlously presented) The reflector as defined in claim 13, wherein the 
organic coating is a lacquer or varnish layer. 

15. (previously presented) The reflector as defined in daim 13, wherein the 
organic coating is a f luoropolymer layer. 

1 6. (prevlously presented) The reflector as defined in daim 1 , wherein said light 
source is a gas discharge lamp. 

17. (new) The reflectar as defined in daim 1 . wherein the base body has a 
parabolic shape. 

18. (new) A reflector for lights of higher power, said reflector comprising 
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a base body made of glass or glass ceramic, wherein said base body is 
formed with a receptacte for a high-pressure gas discharge light source and said 
base body has an Interior mirror surface and an outer surface; and 

a protective jac<et provided on the outer surface of the base body, 
wherein said protectiva jacket comprises a mat and said mat is formed to be light 
protective, to prevent Ihermo-mechanical stresses and to protect from explosive 
destruction of the light source. 

19. (new) The reflector as defined in claim 18. wherein the protective jacket is 
glued to the outer surlace of the base body writh an adhesive. 

20. (new) The reflector as defined in dalm 18, wherein the protective jacket 
consists of a separate hood-shaped body, which is placed on the outside of the 
reflector. 
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